New to Your 5th Wheel?

Hook Up Checklist: Water, Sewer & Electric | Buckeye Beach Park on Buckeye Lake, Ohio

mm Before You Touch Anything — Do These First

Level your rig side to side using leveling blocks under your low-side tires.
Side-to-side is corrected with tire position only — do this before unhitching.

Chock your wheels on both sides of all tires.
Chocks go in immediately after you stop — before any jacks, before any hookups.

|:| Unhitch from your truck and lower your front landing jacks.

Level front to back using your landing jacks.
Check your bubble level and adjust until the rig reads level lengthwise.

Deploy stabilizer jacks — snug contact with the ground only.
Stabilizers reduce bounce. They do NOT lift the RV. Never use them to raise the rig.

m Gear to Have On Hand Before You Arrive

m Electric
Surge protector or EMS
$30-$50 basic / $100-$300 EMS. Plug into pedestal FIRST, before your rig.

30-amp or 50-amp power cord (know which your rig uses)
Check your plug end: 3-prong = 30A, 4-prong = 50A.

Dogbone adapter (30A - 50A)
Lets you adapt if the pedestal doesn't match your rig's service.

Heavy-duty RV-rated extension cord (if needed)
Must be rated for your rig's amperage. Never use a household extension cord.

m Water
Potable water hose — white or blue only

Rated for drinking water. Never use a green garden hose for fresh water.

Water pressure regulator
$10-$20. Thread onto spigot first. Protects pipes from high campground pressure.

Inline water filter (recommended)
$20-3$40. Removes sediment and chlorine taste, especially early in the season.



Rubber hose washers (small bag)
Prevents drips at every threaded connection. Pennies each.

m Sewer

Sewer hose — at least 15 ft, quality construction
Thick walls, solid swivel fitting. Store in a sealed carry bag.

Sewer hose support / slinky stand
Maintains continuous downward slope from RV to ground inlet.

Sewer donut / inlet seal
Seals around hose at ground connection. Keeps odors from venting back up.

Box of disposable nitrile or latex gloves
Glove up every time you connect or disconnect the sewer line. Every time.

Tank treatment / holding tank deodorant
Drop in black tank at season start and periodically throughout.

m Hookup Checklist — Follow This Order

[ mm Always level and chock BEFORE connecting anything. Extend slide-outs AFTER you're level.

Step 1 — Sewer (Connect First)

|:| Glove up before touching anything.

|:| Confirm black tank valve is CLOSED.

|:| Confirm gray tank valve is CLOSED.

|:| Connect sewer hose swivel end to RV sewer outlet.

|:| Set up hose support for a continuous downward slope to ground inlet.

|:| Remove cap from site sewer inlet. Insert hose end and fit sewer donut to seal.
|:| Drop tank treatment tablet into black tank.

Open GRAY tank valve (leave open — drains continuously).
Keep black tank valve CLOSED until tank is 2/3 full, then dump.

Step 2 — Electric

|:| Flip pedestal breaker to OFF.



|:| Plug surge protector into pedestal. Check indicator lights — green = safe.
|:| Connect RV power cord to surge protector.
|:| Flip pedestal breaker back ON.

|:| Confirm power is live inside the rig (check lights or control panel).

Step 3 — Fresh Water

|:| Thread water pressure regulator onto spigot (first, before hose).

|:| Connect inline filter to regulator (if using).

|:| Connect potable hose and run to RV city water inlet.

|:| Let water run freely at spigot 30 seconds to flush sediment, then connect.
|:| Turn spigot on slowly. Check all connection points for drips.

|:| Go inside, run a faucet to confirm flow. Check under sink for leaks.

|:| Turn water pump OFF — not needed when connected to city water.

Step 4 — Final Checks

Run a hot faucet until water flows steadily, then turn on water heater.
Never fire the water heater with an empty tank — it burns out the element.

|:| Turn on refrigerator. Allow 4-6 hours to reach temp before loading food.
|:| Check all cords and hoses are clear of slide-out path, then extend slides.
|:| Deploy awning and stake down wind tie-down straps.

|:| Walk the full perimeter of the rig — check for pinched hoses or cords.

® Quick Reminders

I m Label your white hose 'DRINKING WATER ONLY' — never mix it up with any other hose.

I m Black tank: keep valve CLOSED. Dump when 2/3 full, then flush with gray water. Never leave black valve open continuously.




m Never plug directly into the pedestal without your surge protector. One power event without it can cost thousands in appliance
repairs.

m Check all connections again after your first 24 hours — water pressure, jack pads settling, hose fittings loosening. One quick
walk-around catches most problems early.

This checklist is for general guidance only. Setup procedures may vary by rig. Stop by the Buckeye Beach Park office when you arrive —
we're always happy to help.

The only RV park and marina right on Buckeye Lake — electric, water & sewer on every seasonal site.

m 740-538-LAKE (5253) | m buckeyebeachpark.com
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